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1, Location; 

See Reference 3 

2o Installations ; 
See Annex, 

resignation; 
Ilant No 45, j 

4, ; . Work force; j 


leteports 


Document /Hi*. 

No Gh SfiUj Q ; - 

Ml A J i J LI U L 


thous and 

_ _ _ x. T n ,C 


X J-V w vs — 

of August 1948) 


/ . CONp iOEN‘r IAL i® a lere ^®s«OT%? — 

Sector ' / 6 °^ober °;S C f^ <he / 
sector of Centra/ /n J, 8 the / 

ArCf,,v,SI of the Uni ed e?T Ce t0 ** / 

I 




shifts l status 


5, Miscellaneous observations,: the fibres in brackets refer 
to the corresponding items of the attached ,»nnex) . 

a. The test stands (8) were not in operation.. Reconstruct 
tion work was being done in the northwestern corner 18) ^ 
Som K to August 1947. Some in-line _ engines were lying 
about there.. A test stand for jet engines was put into 
operation in the northwestern corner in mid-194». 

b. A U-shaped conveyor belt with six work places for the 

assembly of jet engines was observed in the assembly hall 
<*) )1 Lend of the belt a drop-like body about 25 cm 

in diameter and 50 cm long was installed in the je eng n 
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o. The sane in-.line engines as observed near (8) ware 
observed in the a mall reassembly department between (7) 
and (9)o According to ooviets they wsre to be fitted 
in IL~2 aircraft., 

do The test ataids (11) have existed since 1946 but 
only one was in operation,. 

All the test stands were completed by the summer of 1948 
("the cables were laid to the transformer station and 
windscreen sheets were installed) „ The test stands were 
then i>ut in operation* Steel flasks were seen in front 
of the test standSo According tc Soviet workers they 

lor starting the jet 
being laid from a steel 


were fill ed -vith compressed air i 
engines,, 

flask to a - let en* 


e 0 Five other test stands (14), each housed in a small 
building, ware called "engine bays". 

Small radiil engines such as used for trainers were 
seen triers up to -July 1947 but n0 activities were 
observed after that* Soviet workers were dismantling 
equipment r. 


f c A test stand for jet engines consisting of four 
branches from which' the engine wasaus pended, was 
installed in building U5). The testing of engines was 
begun there in Augus t /hep t ember 1947'. 


Product ion; 

Ho Radial engines, the production of which was suspended 
in mid~ 19 ^ 7 , were manufactured in the last phase ol the 
war o 

b \n 0-series of Set engines was begun in early 194-6, 
Source stated that quantity production was presumably 
begun in mid-1947 

en g^ie^ar^^rSS5^^on^o^tfiem being started by 
compressed air the otter by a two-stroke motor, Lh l s v l 
allegedly, constituted the only difference between th- 
two engine s, 

d 0 Description of the jet engine: 

Cigar -shaped four to six meterslong, maximum diameter 
in the middle, about one meter, air intake 30 to yO cm 
in diameter* 


Rote of production in early 1949: 


•SEC/SOft h /COi’.TR L/TJS C r 1 1C 1AL6 ORLY 
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(1) According to a Soviet worker it took throe days to 
build one jet engine. Since six jet engines were being 
worked on at a ti. zee in the assembly hall, this would 
indicate a production of two jet engines per 24 hours, 

i2) One jet engine was shipped from the assembly hall 
every third day. If this was the output of one shift 
it would mean the r ;ro< 3uction of one jet engine ©Very 
day. 

fo The tested jet engines were mostly trucked away. 


Jo lower supply: 

Ho details available, 


8; Security: 

The plant was surrounded by a board fence and guarded by 
sentrie s c 


9c Construction projects: 

A 60 x 4O x 6 meter pit was excavated north of the trans- 
former station (135 in 194&* In 1947 source saw boilers 
there , six to eight meters long and two meters in diameter * 
and assumed that a fuel dump was to be installed at this 
place. 
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Comment: 


t 
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at about 300 per month* 


1 Annex: Aircraft Engine Plant No 4 5 —os cow. 
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